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= Gulf America Wire Rope
% 1901 S. ALEX MAIN LOCATION: Certifications are available on

GULFAMERICA PLAISANCE BLVD. 1028 QCP PARK DR. our website at
V' W {RE RO P E.N GOLDEN MEADOW, LA BROUSSARD LA  Www.gulfamericawirerope.com
www.gulfamericawirerope.com 70357

. y Ph:  337-364-2525
Ph: (985) 475-3324 S a04 20t CERTIFICATION

Fax: (985) 475-3327 Fax:
CERTIFICATE OF SLING LOAD TEST & VISUAL CERT

A Cqéibmei' iz ; g_ PO Number | Orig Mfg Date  Equipment Number f(femﬁcate Nﬁhﬂb&}
ADVANCED FIRE & SAFETY, LLC - 2/26/2018 AFS 47 81161-1-1
ITEM 3/8" X 5' 6" FOUR LEG SLING - 3/8" X 5' 6" GALVANIZED 4-LEG SLING WITH A 7/8" CROSBY MASTER LINK AND

TESTED THIMBLES ON TOP WITH CROSBY SHACKLE LOC THIMBLES AND 3/4" CROSBY SHACKLES CAPTIVATED ON BOTTOM.

T U TestedBy | TestDate | | Expires (Months) | Re-TestDate |
SLINGLOADITESEE VISURL Jed Leblanc 02/26/18 12 02/26/19
SLING RATING INFORMATION

NEW/RECERT NEW

TESTED TO 5.6004S EACH LEG

RATED CAPACITY 60 DEGREE ANGLE: 5.0 TONS

(IN TONS) 45 DEGREE ANGLE: 4.1 TONS

30 DEGREE ANGLE: 2.9 TONS
Proof Test Equipment calibrated to ASTM E-4 +/1% traceable to the National Institute of Standards of Technology.

The above wire rope sling has been fabricated, inspected, tested and certified according to, and rated capacities and criteria in the following (as
applicable). Federal Specifications RR-W-410F, ASME B30.9, API SPEC 9A, API RP 9B, API RP 2D, The Wire Rope Technical Board’s “Wire
Rope User’'s Manual” and “Wire Rope Sling User’s Manual” and the Occupational Safety and Health Administration’s “industrial Slings”. As the
use of this product is beyond the control of Gulf America Wire Rope, the purchaser and/or end user is solely responsible for the usability and
suitability of this product. This product is sold with the purchaser understanding the Correct Application, Inspection, and proper use.

CAUTION: NEVER EXCEED THE RATED CAPACITIES

NOTE: "Certfied Rigging Gear & Sling Inspector” refers to a person who has competed and passed the proper Occupational Safety training
course.

A K Zeeir~—
Certified Rigging Gear & Sling Inspector: / /£ 7 Date: 02/26/18



